DIRT CHURCH BENCH TOP ROUTER TABLE
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1) Attach Mounting Legs:
Install the (4) provided ¼" screws and nuts onto the steel brackets as shown below, using a Phillips screwdriver and a ½" wrench.
2) Install Center Plate On Router:

Securely attach the center plate using the provided (4) Phillips screws.  

NOTE: The bolt pattern on routers are not always symmetrical, you may need to rotate the center plate to align all 4 holes.
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3) Positioning.
Rotate the router in the base as necessary so you have easy access to the ON/OFF switch. 
4) Additional Functions:
The center insert is also compatible with the Kreg PRS2100 benchtop router table, as well as any router table    featuring a 9 1/4" x 11 3/4" opening.
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Fixture Fabrication Tables.
The mounting legs are designed with an 8" x 12" bolt pattern, allowing the unit to be securely clamped to welding fixture tables set on 2" centers with 5/8" hole diameters. If required, the holes may be enlarged on-site to accommodate specific fixturing needs. Additionally, the 5/8" holes on the insert plate allow the top plate to be mounted independently to a fixture table.
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Dirt Church Industries appreciates your order. 
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If you need assistance or if you have any questions during the assembly of this kit, please reach out to us at sales@dirtchurchindustries.com. 
